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ZK2000-6162-0000 | Sensor adapter, flange

M12, plug, straight, male, 4-pin, A-coded — M12, socket, straight, female, 4-pin, A-coded

Plugs

Electrical data

Rated voltage

Rated current

Rated impulse voltage
Shielding

Contact resistance
Insulation resistance

Mechanical data

Installation size
Connector type
Configuration

Contact type

Number of positions (face)
Coding

Recommended torque, nut
Mating cycles

Way of locking

Body colour

Body material

Coupling nut material

Seal

O-ring

Contact carrier colour
Contact carrier material
Contact plating

Contact material

Environmental data

RoHS compliant

Ambient temperature (operation)

Protection class
Pollution level

BECKHOFF New Automation Technology

Head A

Head B

250 V (according to IEC 61076-2-101)

4 A at 40 °C (according to IEC 61076-2-101)
1.5kv

no

<10 mQ

= 100 MQ (according to IEC 60512)

250 V (according to IEC 61076-2-101)

4 A at 40 °C (according to IEC 61076-2-101)
1.5kv

no

<10 mQ

= 100 MQ (according to IEC 60512)

M12 M12

plug socket
straight straight

male female

4-pin 4-pin
A-coded A-coded

0.6 Nm 0.6 Nm

> 100 (according to IEC 60512-9a) > 100 (according to IEC 60512-9a)
screw screw

metal metal

CuZn, Ni CuZn, Ni
CuZn, Ni GD-Zn, Ni
NBR, FPM NBR, FPM
FPM/NBR FKM/NBR
black black

PBT GF, UL 94 PBT GF, UL 94
Ni, Au gal. Ni, Au gal.
CuZn CuZn

yes yes

-30...+85 °C, -22...+185 °F
IP 65/67 in screwed condition (according to IEC 60529)
3/2 (according to IEC 60664-1)
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-30...+85 °C, -22...+185 °F
IP 65/67 in screwed condition (according to IEC 60529)
3/2 (according to IEC 60664-1)

We reserve the right to make technical changes.



Contact assembly
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Notes

- lllustrations similar

Installation dimensions

Montageausschnitt / Panel cut out

Ordering information Length
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The information provided in this brochure contains merely general descriptions or characteristics of performance which in case of actual application do not always apply as described or which may change as a result of further
development of the products. An obligation to provide the respective characteristics shall only exist if expressively agreed in the terms of contract.
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